
Montageanleitung
Grip Puppies

1. Entfernen Sie zuerst störende Anbauteile wie z.B. 
Lenkerendgewichte. 

2. In einzelnen Fällen ist der Grip Puppie länger als ihr Griff. Mit einem 
scharfen CutterMesser kann der Grip Puppie vor der Montage auf 
die gewünschte Länge gekürzt werden. Kürzen Sie den Grip Puppie 
nur, wenn er mehr als 10mm länger ist.

Hinweis: Das Einkürzen muss nur selten vorgenommen werden!

3.  Um die Dehnbarkeit der Grip Puppies zu erhöhen, erwärmen Sie 
diese zur  Montage in einem Wasserbad oder durch einen Haarföhn 
auf ca. 40°C  50°C. 

4. Die Innenseite der Grip Puppies und den Griff ausreichend mit 
SpülmittelWasser anfeuchten. Den Grip Puppie die ersten 
Zentimeter über den Griffgummi schieben. Nun den Grip Puppie mit 
einem Tuch umgreifen und mit leichten Drehbewegungen über den 
Griff schieben. Achten Sie immer auf ausreichende Schmierung!
Den Griffgummi immer nur aufschieben, nicht am Material ziehen! 
Sollte der Grip Puppie während der Montage einmal „festsitzen“, 
bringen Sie etwas Spülmittel oder Sprühöl unter den Gummi, damit 
sich dieser wieder löst. Nach kurzer Abtrocknungszeit sitzt der 
Grip Puppie fest auf dem alten Griffgummi.

5 Montieren Sie nun wieder alle Bauteile. Prüfen Sie vor der ersten 
Fahrt noch einmal den festen Sitz der neuen Griffgummies.
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Diese Anleitung ist nach bestem Wissen und Gewissen erstellt worden. Ein juristischer Anspruch auf Richtigkeit 
besteht nicht. Für fahrzeugspezifische Toleranzen kann unsererseits keine Gewährleistung übernommen werden. 
Wenn Sie Schwierigkeiten mit dem Anbau dieses Artikels haben, wenden Sie sich bitte an die Werkstatt Ihres 

Vertrauens. Bei fehlerhaft montierten Teilen übernehmen wir keine Haftung für dadurch resultierende Schäden an 
Sachgegenständen oder Personen!



Manual
Grip Puppies

1. First remove disturbing parts like bar end weights, etc.

2. Sometimes the GripPuppie is longer than the grip itself. Using a 
cutter knife it can be cut to the length that fits your grip.  Cutting 
should be done before mounting. Please only cut it if it is more than 
10mm longer. 

REMINDER: Cutting is not necessary very often.

3. Using a hairdryer or warm water (40  50°C) to warm up the Grip 
Puppies will make them more flexible, so mounting it is easier.

4. Please moisten the GripPuppies inside and the grip with detergent
water. Then push the GripPuppie a few centimeters over the grip. 
Now use a towel to get a firm grip on the GripPuppie and push it 
forward by twisting it moderately. Make sure that  there is always 
enough „grease“ (detergent water). Only push the GripPuppie, 
never pull it.

5. If the GripPuppie is stuck, use a little detergent or sprayoil below
the rubber to unstuck it. After a short drying time the GripPuppie has 
a perfect fit on the old rubber grip.

6. Reattach the removed parts of step 1.

7. Before starting the first ride make sure the GripPuppies are fitted 
perfect, tight and safe..
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These manuals are written on our current state of knowledge. Legal right on the accuracy of the provided information is excluded. 

Please note that we can’t warranty vehicle specific tolerances. If you have any doubt ragarding the installation of this part, please 

contact your local workshop. In case of incorrectly fitted parts we do not accept liability for material damage

and persons.




